Cabinets&Racks Open rack Cabinets&Racks Open rack

General description: General description:

@ Unassembled structure, modular design, easy to assembly; @ Unassembled structure, modular design, easy to assembly;

@ Stable and strong structure, easy to fix and maintain; @ Stable and strong structure, easy to fix and maintain;

® 19 inch standard data rack: with 4 post; ® 19 inch standard data rack: with 2 post;

@ With 4 castor, easy to move; @ With 4 castor, easy to move;

@ Various optional accessories for common using; @ Various optional accessories for common using;

Main Structure: Main Structure:
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Comply with ANS/EIA RS 310 DJEC297 2 DINAT451 PART! DINA1 451 PART7 Sandord

SPCC quality cold rolled steel
Thickness:Plinth1.5mm; Others:2.0mm;

Loading Capacity Static loading: 150kg

Surface finish Degreasing, Pickling, Phosphating, Powder Coated Surface finish Degreasing, Pickling, Phosphating, Powder Coated

SPCC quality cold rolled steel;
Thickness:plinth:2.0mm; Others:1.2mm;

Material

18U-47U 18U-47U

Product specification Width: 600mm Product specification Width: 600mm
Depth: 600mm, 800mm, 900mm, 1000mm, 1200mm Depth: 600mm, 800mm
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