
• Fully assembled ,vall 
mounted cabinets 

e Welded frame,single section,compatible with 19'' standard equipments; 

• Smm tempered glass front door with over 180 turning degree; 

e Removable side panel,easy to install and lock optional; 

e Cable entry on the top and bottom; 

e L-shaped mounting profile,easy to adjustable on the mounting rail; 

e Fan cutout on the top,easy to install fan; 

e Installing back panel,easy to fix on the wall; 

e Various accessories for option; 
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Front 

Rear 

St,11,cfard Con,p!y wi1t1 ANS/E.IA R5 ·31 O•D,IEC297-2,0IN41·191 ,PART1 ,DIN41491,PARl7,ETSI Standard ; 

rv1aterial 
SPCC c1uality cold rolled steel;thickness:·1.2mm ; 
Tempered glass:thickness:5.0mrn ; 

Loading Ca11acity Static loading: 60kg 

Degree of protectio11 IP20 
-

Surface fi11isl1 Degreasing , Picklir1g , Phos1:,l,ating, Powder Coated 
. . ' . • • -

4U-2i'U 
Procluct specification Width : .600rntTl 

Depth : ,isomn, ' 600mm 
• 
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Main Dimension: 
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Fully assembled wall 
mounted cabinet 
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Front(without front door) 
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Main Structure: 

1 Installing Backboard 

2 Mounting profile(L-shaped) 

3 Cable entry plate 

4 Side panel 

5 Tempered glass front door 

6 Tempered glass front door with 
vented border 

7 Tempered glass front door with 
meshed border 
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Mounting dimension 
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