
• 

e Aluminum profiled frame server cabinet, light weight and 
easy to transfer; 

e Tempered glass front door and vented rear door with 
excellent ventilation; 

e Removable side panels, with lock optional; 

e Adjustable cable entry on top and bottom cover; 

e Flat packing is available to save the container space; 

Front Rear 

S/N LE-EA 

Server cabinets 

Standard Con,p!y wi1t1 ANS/E.IA R5 ·31 O•D,IEC297-2,0IN41·191 ,PART1 ,DIN41491,PARl7,ETSI Standard ; 

Frar11e; olu111ir1li111; SPCC ql1olity cold rollecl steel : 
Mr1rerlal fli\our1tir1g profile:thickr1ess:2.0mn1 ; Others: 1.2rnm; 

Tempered glass·1l1ickness:SrTin1 

Loadi11g Ca1J<1city Static loading; 800kg ( 011 the adjustable feet ) 

Degree of protectio11 IP20 

Surfilce fi11isl1 . Deg reusing , Pickli11g , Phos1:,l1ating, Powder Coated 
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Proclt1ct specificatio11 Width':· 600rritTl ,· 800rnm 
• 

Dept)i ;· 600mn1 , SOOmm , 900mrn , 1 OOOrnm , 1200mm 
• 
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Main Structure: 

1 Top cover 

2 Fan unit(option) 

3 Mounting angle 

4 Side panel(option lock) 

5 Aluminum alloy frame 

6 Mounting profile 

7 Tempered glass(front door) 

8 Advanced moon-shaped lock 

9 Bottom panel 

10 Adjustable feet 

11 2''castor 

12 Perforated door(rear door) 

Main Dimension: 
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Side in-view 
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